
     2006-143-1-1 rev E

DUE TO A PROGRAM OF CONTINUOUS IMPROVEMENT, FULHAM Co., INC RESERVES THE RIGHT TO MAKE ANY VARIATION  IN DESIGN OR  CONSTRUCTION TO THE EQUIPMENT DESCRIBED.

This Ballast Will Operate Following Lamps.

Where : L = Length, W = Width,  H = Height NOTE : This Ballast Case Must Be Grounded

This Is An Original Product From Fulham Co., Inc 

Description : Universal Voltage, Auto Restart With Cold Starting Feature For Refrigeration
                       Application/s.

MECHANICAL DATA WIRING DIAGRAM

Fulham Co., Inc extends limited warranty only to the original purchaser or to the first user for the period of 3 years from the date of manufacture as indicated 
by the date code stamped on each product and when properly installed and under normal conditions of use. For additional warranty guide line, please refer 
to our Complete Product Catalog OR call Customer Service at 1-323-599-5000.  

Address : 12705 South Van Ness Ave., Hawthorne, CA 90250 Tel.: 1-323-599-5000, Fax.: 1-323-754-9060. Website: www.fulham.com                    

7 + 1” 

WIRES

LENGTH-INCHES

ORG/WH ORG BRN BRN RED/WH RED BLU BLU

WHTWIRES

LENGTH-INCHES

BLK GRN

7 + 1” 7 + 1” 

7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 

F48T10VHO, F60T10VHO, 
F72T10VHO, F96T12HO 

(1 LAMP ONLY)

F48T8HO, F60T8HO, 
F72T8HO (1 LAMP ONLY)

F48T12HO, F60T12HO, F72T12HO
F96T12VHO(215W)

10.83

1.00

12.03

11.71

11.46

0.36

1.71

5.73
HOTSPOT

R 0.10
Ø  0.16

ELECTRICAL DATA (120V APPLICATION) 

SPECIFICATION SHEET : IH3-UNV-272T12HO

GRN/YEL(GD)

WHT/BLU(N)

BLU/WHT(L)
RED/WHT
RED
BLU
BLU

ORG/WHT
ORG
BRN
BRNBALLAST

LAMP
SIDE

NOTE : FOR 7 WIRES SYSTEM,
CAP RED/WHT WIRE

ORG/WHT

ORG

BRN

BRN

RED/WHT

RED

BLU

BLU

FOR (2) LAMPS

RED/WHT

RED

BLU

BLU

FOR (1) LAMP

ORG/WHT

ORG

BRN

BRN

RED

BLU

BLU

FOR (2) LAMPS

Matting
Molex # 39-01-3083

Matting
Molex # 39-01-4030

LAMP WATTS/TYPE F48T8HO F60T8HO F72T8HO F48T12HO F60T12HO F72T12HO F96T12HO F48T10VHO F60T10VHO F72T10VHO F96T12VHO

LAMPS OPERATED

INPUT WATTS 55 66 81 55 66 74 93 61 72 82 102

LINE CURRENT: 0.46 0.55 0.68 0.47 0.56 0.62 0.78 0.51 0.60 0.69 0.85

BALLAST FACTOR 1.17 1.16 1.16 0.89 0.89 0.88 0.95 0.50 0.52 0.50 0.48

EFFICACY FACTOR 2.15 1.75 1.44 1.61 1.35 1.19 1.02 0.83 0.72 0.60 0.48

POWER FACTOR

THD 

CURRENT CREST FACTOR

EMI/RFI COMPLIANCE

SOUND RATING

BALLAST TYPE

VOLTAGE TRANSIENTS

INPUT/PROTECTION

OUTPUT/PROTECTION

MIN. OPERATING TEMP

MAX. CASE TEMP

TYPE

APPROVALS/CLASS

1

> .9

< 10 % 

< 1.7

FCC PART 18-A (Non-Consumer)

" A "

PROGRAMMED PREHEAT START

ANSI 62.41

-30 
0
C (- 22

 0 
F )

 UL /cUL LISTED, CLASS " P ", 1 OUTDOOR 

INPUT VOLT: 120V ± 10%, 50/60Hz

70 
0
C ( 158 

0 
F )

"CC"

FUSE

DEACTIVATED LAMP PROTECTION

LOW TEMPERATURE ELECTRONIC BALLAST



     2006-143-1-2 rev E

DUE TO A PROGRAM OF CONTINUOUS IMPROVEMENT, FULHAM Co., INC RESERVES THE RIGHT TO MAKE ANY VARIATION  IN DESIGN OR  CONSTRUCTION TO THE EQUIPMENT DESCRIBED.

This Ballast Will Operate Following Lamps.

Where : L = Length, W = Width,  H = Height NOTE : This Ballast Case Must Be Grounded

This Is An Original Product From Fulham Co., Inc 

Description : Universal Voltage, Auto Restart With Cold Starting Feature For Refrigeration
                       Application/s.

7 + 1” 

WIRES

LENGTH-INCHES

ORG/WH ORG BRN BRN RED/WH RED BLU BLU

WHTWIRES

LENGTH-INCHES

BLK GRN

MECHANICAL DATA WIRING DIAGRAM

Fulham Co., Inc extends limited warranty only to the original purchaser or to the first user for the period of 3 years from the date of manufacture as indicated 
by the date code stamped on each product and when properly installed and under normal conditions of use. For additional warranty guide line, please refer 
to our Complete Product Catalog OR call Customer Service at 1-323-599-5000.  

Address : 12705 South Van Ness Ave., Hawthorne, CA 90250 Tel.: 1-323-599-5000, Fax.: 1-323-754-9060. Website: www.fulham.com                    

7 + 1” 7 + 1” 

7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 

10.83

1.00

12.03

11.71

11.46

0.36

1.71

5.73
HOTSPOT

R 0.10
Ø  0.16

ELECTRICAL DATA (120V APPLICATION) 

SPECIFICATION SHEET : IH3-UNV-272T12HO

F48T10VHO, F60T10VHO, 
F72T10VHO, F96T12HO 

(1 LAMP ONLY)

F48T8HO, F60T8HO, 
F72T8HO (1 LAMP ONLY)

F48T12HO, F60T12HO, F72T12HO
F96T12VHO(215W)

GRN/YEL(GD)

WHT/BLU(N)

BLU/WHT(L)
RED/WHT
RED
BLU
BLU

ORG/WHT
ORG
BRN
BRNBALLAST

LAMP
SIDE

NOTE : FOR 7 WIRES SYSTEM,
CAP RED/WHT WIRE

ORG/WHT

ORG

BRN

BRN

RED/WHT

RED

BLU

BLU

FOR (2) LAMPS

RED/WHT

RED

BLU

BLU

FOR (1) LAMP

ORG/WHT

ORG

BRN

BRN

RED

BLU

BLU

FOR (2) LAMPS

Matting
Molex # 39-01-3083

Matting
Molex # 39-01-4030

LA M P  W A TTS /T YP E F48T 8HO F60T 8HO F48T 12HO F 60T 12H O F 72T12H O F48T 10VHO F60T 10VHO

LA M P S O PE R A TE D

INP UT  W A TTS 1 08 1 3 1 1 0 7 13 0 1 4 5 1 2 0 13 9

LIN E  CUR RE NT : 0 .9 1 1 .1 0 0 .90 1 .0 9 1 .2 1 1.0 0 1 .0 9

B AL L A S T FA CT O R 1 .1 7 1 .1 5 0 .89 0 .9 0 0 .8 8 0.5 0 0 .5 1

E FFIC AC Y  FA CTO R 1 .0 9 0 .8 7 0 .83 0 .6 9 0 .6 1 0.4 2 0 .3 7

P O W E R F AC TO R

THD  

C U RR ENT  C R EST FAC T OR

E MI/RF I CO M P LIA N CE

S O UN D RA TIN G

B AL L A S T TY P E

V O L TA G E  TRA N SIE N TS

INP UT /PR O TE C TIO N

O UT PU T/P RO TE CTIO N

MIN . O P ER A TING  TE MP

MA X . CA S E  TE MP

TY P E

A PP R O V AL S /CL A S S

2

> . 9

< 1 0  %  

< 1 .7

FC C P A RT 1 8 -A  (No n -C on su m e r)

FUS E

 UL  /cU L L IS TE D, C L AS S  "  P " , 1  O UT DO O R  

DE A CTIV A TE D L A M P P R O TE CT IO N

-30  
0
C ( - 2 2

 0  
F )

7 0  
0
C (  15 8  

0 
F )

"CC "

INP UT  VO LT : 12 0 V  ±  10 % , 5 0 /6 0H z

"  A  "

P RO G RA M ME D P RE H EA T  ST A RT

A NS I 6 2.4 1

LOW TEMPERATURE ELECTRONIC BALLAST



     2006-143-2-1 rev E 

DUE TO A PROGRAM OF CONTINUOUS IMPROVEMENT, FULHAM Co., INC RESERVES THE RIGHT TO MAKE ANY VARIATION  IN DESIGN OR  CONSTRUCTION TO THE EQUIPMENT DESCRIBED.

This Ballast Will Operate Following Lamps.

Where : L = Length, W = Width,  H = Height NOTE : This Ballast Case Must Be Grounded

This Is An Original Product From Fulham Co., Inc 

Description : Universal Voltage, Auto Restart With Cold Starting Feature For Refrigeration
                       Application/s.

7 + 1” 

WIRES

LENGTH-INCHES

ORG/WH ORG BRN BRN RED/WH RED BLU BLU

WHTWIRES

LENGTH-INCHES

BLK GRN

MECHANICAL DATA WIRING DIAGRAM

Fulham Co., Inc extends limited warranty only to the original purchaser or to the first user for the period of 3 years from the date of manufacture as indicated 
by the date code stamped on each product and when properly installed and under normal conditions of use. For additional warranty guide line, please refer 
to our Complete Product Catalog OR call Customer Service at 1-323-599-5000.  

Address : 12705 South Van Ness Ave., Hawthorne, CA 90250 Tel.: 1-323-599-5000, Fax.: 1-323-754-9060. Website: www.fulham.com                    

7 + 1” 7 + 1” 

7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 

ELECTRICAL DATA (230V APPLICATION) 

SPECIFICATION SHEET : IH3-UNV-272T12HO

10.83

1.00

12.03

11.71

11.46

0.36

1.71

5.73
HOTSPOT

R 0.10
Ø  0.16

F48T10VHO, F60T10VHO, 
F72T10VHO, F96T12HO 

(1 LAMP ONLY)

F48T8HO, F60T8HO, 
F72T8HO (1 LAMP ONLY)

F48T12HO, F60T12HO, F72T12HO
F96T12VHO(215W)

GRN/YEL(GD)

WHT/BLU(N)

BLU/WHT(L)
RED/WHT
RED
BLU
BLU

ORG/WHT
ORG
BRN
BRNBALLAST

LAMP
SIDE

NOTE : FOR 7 WIRES SYSTEM,
CAP RED/WHT WIRE

ORG/WHT

ORG

BRN

BRN

RED/WHT

RED

BLU

BLU

FOR (2) LAMPS

RED/WHT

RED

BLU

BLU

FOR (1) LAMP

ORG/WHT

ORG

BRN

BRN

RED

BLU

BLU

FOR (2) LAMPS

Matting
Molex # 39-01-3083

Matting
Molex # 39-01-4030

LAMP WATTS/TYPE F48T8HO F60T8HO F72T8HO F48T12HO F60T12HO F72T12HO F96T12HO F48T10VHO F60T10VHO F72T10VHO F96T12VHO

LAMPS OPERATED

INPUT WATTS 54 67 80 55 66 74 92 60 71 81 101

LINE CURRENT: 0.24 0.30 0.35 0.25 0.30 0.33 0.40 0.27 0.32 0.36 0.45

BALLAST FACTOR 1.17 1.18 1.16 0.89 0.89 0.89 0.92 0.50 0.52 0.49 0.49

EFFICACY FACTOR 2.15 1.76 1.45 1.61 1.35 1.21 1.01 0.83 0.72 0.61 0.48

POWER FACTOR

THD 

CURRENT CREST FACTOR

EMI/RFI COMPLIANCE

SOUND RATING

BALLAST TYPE

VOLTAGE TRANSIENTS

INPUT/PROTECTION

OUTPUT/PROTECTION

MIN. OPERATING TEMP

MAX. CASE TEMP

TYPE

APPROVALS/CLASS

INPUT VOLT: 230V ± 10%, 50/60Hz

1

FCC PART 18-A (Non-Consumer)

" A "

> .9

< 10 % 

"CC"

FUSE

< 1.7

PROGRAMMED PREHEAT START

DEACTIVATED LAMP PROTECTION

-30 
0
C (- 22

 0 
F )

70 
0
C ( 158 

0 
F )

ANSI 62.41

 UL /cUL LISTED, CLASS " P ", 1 OUTDOOR 

LOW TEMPERATURE ELECTRONIC BALLAST



     2006-143-2-2 rev E 

DUE TO A PROGRAM OF CONTINUOUS IMPROVEMENT, FULHAM Co., INC RESERVES THE RIGHT TO MAKE ANY VARIATION  IN DESIGN OR  CONSTRUCTION TO THE EQUIPMENT DESCRIBED.

This Ballast Will Operate Following Lamps.

Where : L = Length, W = Width,  H = Height NOTE : This Ballast Case Must Be Grounded

This Is An Original Product From Fulham Co., Inc 

Description : Universal Voltage, Auto Restart With Cold Starting Feature For Refrigeration
                       Application/s.

7 + 1” 

WIRES

LENGTH-INCHES

ORG/WH ORG BRN BRN RED/WH RED BLU BLU

WHTWIRES

LENGTH-INCHES

BLK GRN

MECHANICAL DATA WIRING DIAGRAM

Fulham Co., Inc extends limited warranty only to the original purchaser or to the first user for the period of 3 years from the date of manufacture as indicated 
by the date code stamped on each product and when properly installed and under normal conditions of use. For additional warranty guide line, please refer 
to our Complete Product Catalog OR call Customer Service at 1-323-599-5000.  

Address : 12705 South Van Ness Ave., Hawthorne, CA 90250 Tel.: 1-323-599-5000, Fax.: 1-323-754-9060. Website: www.fulham.com                    

7 + 1” 7 + 1” 

7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 

ELECTRICAL DATA (230V APPLICATION) 

SPECIFICATION SHEET : IH3-UNV-272T12HO

10.83

1.00

12.03

11.71

11.46

0.36

1.71

5.73
HOTSPOT

R 0.10
Ø  0.16

F48T10VHO, F60T10VHO, 
F72T10VHO, F96T12HO 

(1 LAMP ONLY)

F48T8HO, F60T8HO, 
F72T8HO (1 LAMP ONLY)

F48T12HO, F60T12HO, F72T12HO
F96T12VHO(215W)

GRN/YEL(GD)

WHT/BLU(N)

BLU/WHT(L)
RED/WHT
RED
BLU
BLU

ORG/WHT
ORG
BRN
BRNBALLAST

LAMP
SIDE

NOTE : FOR 7 WIRES SYSTEM,
CAP RED/WHT WIRE

ORG/WHT

ORG

BRN

BRN

RED/WHT

RED

BLU

BLU

FOR (2) LAMPS

RED/WHT

RED

BLU

BLU

FOR (1) LAMP

ORG/WHT

ORG

BRN

BRN

RED

BLU

BLU

FOR (2) LAMPS

Matting
Molex # 39-01-3083

Matting
Molex # 39-01-4030

LA M P  W A TTS /T YP E F48T 8HO F60T 8HO F48T 12HO F 60T 12H O F 72T12H O F48T 10VHO F60T 10VHO

LA M P S O PE R A TE D

INP UT  W A TTS 1 07 1 3 0 1 0 5 12 7 1 4 1 1 1 8 13 6

LIN E  CUR RE NT : 0 .4 7 0 .5 7 0 .46 0 .5 6 0 .6 2 0.5 2 0 .5 9

B AL L A S T FA CT O R 1 .1 7 1 .1 7 0 .89 0 .9 0 0 .8 7 0.5 0 0 .5 1

E FFIC AC Y  FA CTO R 1 .1 0 0 .9 0 0 .85 0 .7 0 0 .6 2 0.4 3 0 .3 8

P O W E R F AC TO R

THD  

C U RR ENT  C R EST FAC T OR

E MI/RF I CO M P LIA N CE

S O UN D RA TIN G

B AL L A S T TY P E

V O L TA G E  TRA N SIE N TS

INP UT /PR O TE C TIO N

O UT PU T/P RO TE CTIO N

MIN . O P ER A TING  TE MP

MA X . CA S E  TE MP

TY P E

A PP R O V AL S /CL A S S

7 0  
0
C (  15 8  

0 
F )

"CC "

 UL  /cU L L IS TE D, C L AS S  "  P " , 1  O UT DO O R  

P RO G RA M ME D P RE H EA T  ST A RT

A NS I 6 2.4 1

FUS E

DE A CTIV A TE D L A M P P R O TE CT IO N

2

> . 9

INP UT  VO LT : 23 0 V  ±  10 % , 5 0 /6 0H z

-30  
0
C ( - 2 2

 0  
F )

<  1 0  %  

< 1 .7

FC C P A RT 1 8 -A  (No n -C on su m e r)

"  A  "

LOW TEMPERATURE ELECTRONIC BALLAST



     2006-143-3-1 rev E 

DUE TO A PROGRAM OF CONTINUOUS IMPROVEMENT, FULHAM Co., INC RESERVES THE RIGHT TO MAKE ANY VARIATION  IN DESIGN OR  CONSTRUCTION TO THE EQUIPMENT DESCRIBED.

This Ballast Will Operate Following Lamps.

Where : L = Length, W = Width,  H = Height NOTE : This Ballast Case Must Be Grounded

This Is An Original Product From Fulham Co., Inc 

Description : Universal Voltage, Auto Restart With Cold Starting Feature For Refrigeration
                       Application/s.

7 + 1” 

WIRES

LENGTH-INCHES

ORG/WH ORG BRN BRN RED/WH RED BLU BLU

WHTWIRES

LENGTH-INCHES

BLK GRN

MECHANICAL DATA WIRING DIAGRAM

Fulham Co., Inc extends limited warranty only to the original purchaser or to the first user for the period of 3 years from the date of manufacture as indicated 
by the date code stamped on each product and when properly installed and under normal conditions of use. For additional warranty guide line, please refer 
to our Complete Product Catalog OR call Customer Service at 1-323-599-5000.  

Address : 12705 South Van Ness Ave., Hawthorne, CA 90250 Tel.: 1-323-599-5000, Fax.: 1-323-754-9060. Website: www.fulham.com                    

7 + 1” 7 + 1” 

7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 

ELECTRICAL DATA (277V APPLICATION) 

SPECIFICATION SHEET : IH3-UNV-272T12HO

10.83

1.00

12.03

11.71

11.46

0.36

1.71

5.73
HOTSPOT

R 0.10
Ø  0.16

F48T10VHO, F60T10VHO, 
F72T10VHO, F96T12HO 

(1 LAMP ONLY)

F48T8HO, F60T8HO, 
F72T8HO (1 LAMP ONLY)

F48T12HO, F60T12HO, F72T12HO
F96T12VHO(215W)

GRN/YEL(GD)

WHT/BLU(N)

BLU/WHT(L)
RED/WHT
RED
BLU
BLU

ORG/WHT
ORG
BRN
BRNBALLAST

LAMP
SIDE

NOTE : FOR 7 WIRES SYSTEM,
CAP RED/WHT WIRE

ORG/WHT

ORG

BRN

BRN

RED/WHT

RED

BLU

BLU

FOR (2) LAMPS

RED/WHT

RED

BLU

BLU

FOR (1) LAMP

ORG/WHT

ORG

BRN

BRN

RED

BLU

BLU

FOR (2) LAMPS

Matting
Molex # 39-01-3083

Matting
Molex # 39-01-4030

LAMP WATTS/TYPE F48T8HO F60T8HO F72T8HO F48T12HO F60T12HO F72T12HO F96T12HO F48T10VHO F60T10VHO F72T10VHO F96T12VHO

LAMPS OPERATED

INPUT WATTS 54 67 80 56 66 74 92 60 71 80 101

LINE CURRENT: 0.21 0.25 0.30 0.21 0.25 0.28 0.34 0.23 0.27 0.30 0.38

BALLAST FACTOR 1.16 1.18 1.16 0.89 0.90 0.89 0.92 0.50 0.52 0.49 0.49

EFFICACY FACTOR 2.14 1.77 1.45 1.61 1.35 1.20 1.01 0.83 0.72 0.61 0.48

POWER FACTOR

THD 

CURRENT CREST FACTOR

EMI/RFI COMPLIANCE

SOUND RATING

BALLAST TYPE

VOLTAGE TRANSIENTS

INPUT/PROTECTION

OUTPUT/PROTECTION

MIN. OPERATING TEMP

MAX. CASE TEMP

TYPE

APPROVALS/CLASS

DEACTIVATED LAMP PROTECTION

-30 
0
C (- 22

 0 
F )

ANSI 62.41

 UL /cUL LISTED, CLASS " P ", 1 OUTDOOR 

FUSE

" A "

INPUT VOLT: 277V ± 10%, 50/60Hz

1

< 1.7

FCC PART 18-A (Non-Consumer)

70 
0
C ( 158 

0 
F )

PROGRAMMED PREHEAT START

> .9

< 10 % 

"CC"

LOW TEMPERATURE ELECTRONIC BALLAST



     2006-143-3-2 rev E

DUE TO A PROGRAM OF CONTINUOUS IMPROVEMENT, FULHAM Co., INC RESERVES THE RIGHT TO MAKE ANY VARIATION  IN DESIGN OR  CONSTRUCTION TO THE EQUIPMENT DESCRIBED.

This Ballast Will Operate Following Lamps.

Where : L = Length, W = Width,  H = Height NOTE : This Ballast Case Must Be Grounded

This Is An Original Product From Fulham Co., Inc 

Description : Universal Voltage, Auto Restart With Cold Starting Feature For Refrigeration
                       Application/s.

7 + 1” 

WIRES

LENGTH-INCHES

ORG/WH ORG BRN BRN RED/WH RED BLU BLU

WHTWIRES

LENGTH-INCHES

BLK GRN

MECHANICAL DATA WIRING DIAGRAM

Fulham Co., Inc extends limited warranty only to the original purchaser or to the first user for the period of 3 years from the date of manufacture as indicated 
by the date code stamped on each product and when properly installed and under normal conditions of use. For additional warranty guide line, please refer 
to our Complete Product Catalog OR call Customer Service at 1-323-599-5000.  

Address : 12705 South Van Ness Ave., Hawthorne, CA 90250 Tel.: 1-323-599-5000, Fax.: 1-323-754-9060. Website: www.fulham.com                    

7 + 1” 7 + 1” 

7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 7 + 1” 

ELECTRICAL DATA (277V APPLICATION) 

SPECIFICATION SHEET : IH3-UNV-272T12HO

10.83

1.00

12.03

11.71

11.46

0.36

1.71

5.73
HOTSPOT

R 0.10
Ø  0.16

F48T10VHO, F60T10VHO, 
F72T10VHO, F96T12HO 

(1 LAMP ONLY)

F48T8HO, F60T8HO, 
F72T8HO (1 LAMP ONLY)

F48T12HO, F60T12HO, F72T12HO
F96T12VHO(215W)

GRN/YEL(GD)

WHT/BLU(N)

BLU/WHT(L)
RED/WHT
RED
BLU
BLU

ORG/WHT
ORG
BRN
BRNBALLAST

LAMP
SIDE

NOTE : FOR 7 WIRES SYSTEM,
CAP RED/WHT WIRE

ORG/WHT

ORG

BRN

BRN

RED/WHT

RED

BLU

BLU

FOR (2) LAMPS

RED/WHT

RED

BLU

BLU

FOR (1) LAMP

ORG/WHT

ORG

BRN

BRN

RED

BLU

BLU

FOR (2) LAMPS

Matting
Molex # 39-01-3083

Matting
Molex # 39-01-4030

LA M P  W A TTS /T YP E F 48T8H O F60T 8HO F48T 12H O F60T 12HO F 72T12H O F48T 10VH O F60T 10VHO

LA M P S O PE R A TE D

INP UT  W A TTS 10 6 1 31 1 0 5 12 7 1 41 1 1 8 13 5

LIN E  CUR RE NT : 0 .39 0 .4 8 0.3 9 0 .47 0 .5 2 0.4 3 0 .50

B AL L A S T FA CT O R 1 .17 1 .1 7 0.9 0 0 .89 0 .8 7 0.5 0 0 .51

E FFIC AC Y  FA CTO R 1 .10 0 .9 0 0.8 5 0 .70 0 .6 2 0.4 3 0 .38

P O W E R F AC TO R

THD  

C U RR ENT  C R EST FAC T OR

E MI/RF I CO M P LIA N CE

S O UN D RA TIN G

B AL L A S T TY P E

V O L TA G E  TRA N SIE N TS

INP UT /PR O TE C TIO N

O UT PU T/P RO TE CTIO N

MIN . O P ER A TING  TE MP

MA X . CA S E  TE MP

TY P E

A PP R O V AL S /CL A S S

INP UT  VO LT : 27 7 V  ±  10 % , 5 0 /6 0H z

2

> .9

-3 0  
0
C ( - 2 2

 0 
F  )

P RO G RA MM E D P RE HE A T S T AR T

AN S I 62 .4 1

F US E

D E AC TIV A TE D L A MP  P RO TE CTIO N

< 1 0  %  

< 1 .7

 UL  /cUL  L IS TE D, C LA S S  " P  " , 1  O UTD O O R  

7 0  
0
C  ( 1 5 8  

0 
F  )

"CC"

FC C P A RT 1 8 -A  (No n -Co n su m er )

"  A  "

LOW TEMPERATURE ELECTRONIC BALLAST
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